
K-FLEX ST PLUS

T E C H N I S C H E   D A T E N

Temperaturbereich

Wärmeleitfähigkeit l w/(m·K) * 

EN 12667 (DIN 526 12)  

EN ISO 8497 (DIN 526 13)

Schläuche

Platten 

-20°C 

   0°C 

+20°C 

+40°C

St-1 bis ST-4

Dämmdicke ≤ 25mm

0,031*

0,033*

0,035*

0,037*

ST-5 bis ST 6

32mm - 50mm 

0,034*

0,036*

0,038*

0,040*

Wasserdampf-Diffusionswiderstand µ 

nach EN 12086 (DIN 526 15)*

Schläuche

Platten

ST-1 bis ST 4

Dämmdicke ≤ 25mm 

µ ≥ 10.000*   

ST-5 bis ST-6

Dämmdicke >25mm

µ ≥ 7.000*

Durchlässigkeit (23°C) 

EN 12572 (BS 4370) EN ISO 12572

Geschlossenzellig

Korrosionsrisiko DIN 1988/7*

Lärmminderung

Resitstenz gegen Öle und Fette

Rauch-Toxizitätsindex WHO

Schimmel- und Pilzbeständigkeit

Geruch

Ökologische Daten

AGI-Dämmstoffkennziffer

Schläuche:

Platten:

Leistungserklärungen:

K-FLEX ST PLUS Schläuche, 6-25 mm Dämmdicke

K-FLEX ST PLUS Schläuche, 26-75 mm Dämmdicke

K-FLEX ST PLUS SK Schläuche, 6-25 mm Dämmdicke

K-FLEX ST PLUS SK Schläuche, 26-75 mm Dämmdicke

K-FLEX ST PLUS Platten, 3-25 mm Dämmdicke

K-FLEX ST PLUS Platten, 26-50 mm Dämmdicke

K-FLEX ST PLUS Klebeband, 3 mm Dämmdicke

*überwacht von einem externen Institut  

Blaue Schriftfarbe: zu weiteren Informationen verlinkter Text

Schläuche          -40°C** bis +110°C

Platten                -40°C** bis +85°C

 SK                         -40°C bis +85°C

Schläuche bis 25 mm: Euroclass B s2, d0 

Schläuche über 25 mm + Platten  B-s3, d0 

DIN 4102 Teil 11 (Wand- und Deckendurchführung)

** Das Produkt ist einsetzbar für Industrieanwendungen bis -198°C. Für Anwendungen 

unter -40°C wenden Sie sich bitte an unsere Technische Abteilung

TEQ < 10µg/kg

L'ISOLANTE K-FLEX behält sich das Recht vor, die Daten und die technischen Eigenschaften ohne Vorankündigung zu ändern.

Neutral

FCKW-frei, HFCKW-frei

δ = 1 · 10-10 kg/(m·Pa·hr)

Gut

Gut

Links zu weiteren Dokumenten

EG-Sicherheitsdatenblatt

Elektrische Eigenschaften

Brandverhalten

>95%

DIN 1988/7*, pH neutral

Max 35 dB (A)

Dämmdicke:  ST-1 - ST-4/10-25mm    ST-5 - ST-6/32-50mm

                            36 12 01 06 10                  36 12 02 06 07

                            36 07 01 06 10                  36 07 02 06 07

http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus - 6-25mm thk pipes 0201010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus - 26-75mm thk pipes 0202010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus-SK - 6-25mm thk pipes 0201020211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus-SK - 26-75mm thk pipes 0202020211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus - 3-25mm thk sheets 0203010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST plus - 26-50mm thk sheets 0204010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex ST Plus tape - 3mm thk tape 0206010211.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Reaction to Fire/Building/EUROPE-ST EN 13501 Bls2d0 ST pipe 25x22.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Reaction to Fire/Building/EUROPE-ST EN 13501 Bs3d0 ST sheet 6-50.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX H/Approvals and Supervisions/GERMANY- H- DIN 4102-11 Ext DEC 2014.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Safety data/EG-Sicherheitsdatenblatt 91-155-EWG.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Technical Data & Performance/Electrical Properties/Electrical Properties INFO eng.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Technical Data and Performance/Corrosion Risk/Corrosion MPA DIN 1988-7 2010.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H - DIN 4102-B1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H - DIN 4102-B1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H supervision B1 2006.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H supervision B1 2006.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- DIN 4102-11.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- DIN 4102-11.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- FIW conformity as per DIBT.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- FIW conformity as per DIBT.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY-DIN4102 Part11-Isoschott ST and H de exp 2014.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY-DIN4102 Part11-Isoschott ST and H de exp 2014.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/ITALY - H DUCT - Omologazione classe 1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/ITALY - H DUCT - Omologazione classe 1.pdf

