
K-FLEX HT

T E C H N I S C H E   D A T E N

Temperaturbereich (Mediumtemperatur)

Brandverhalten/Feuerwiderstandklassen

Wärmeleitfähigkeit nach DIN 526 13 

gemessen in l W/(m·K) 

        0,040

        0,044 

Resistenz gegen Öle und Fette

Schimmel- und Pilzbeständigkeit

Ökologische Daten

Korrosionsrisiko (DIN 1988-7)

Rauch/Toxizität (ISO 16000 parts -3, -6,  -9, -11)

Wasserdampfdurchlässigkeit (DIN EN 12086)

Leistungserklärungen zu K-FLEX HT

Declaration of Performance/DoP

K-FLEX Solar HT Schläuche, 6-25 mm Dämmdicke

K-FLEX Solar HT Schläuche, 26-50 mm Dämmdicke

K-FLEX Solar HT Platten, 3-32 mm Dämmdicke

K-FLEX Solar HT Klebeband, 3 mm Dämmdicke

L'ISOLANTE K-FLEX behält sich das Recht vor, die Daten und die technischen Eigenschaften ohne Vorankündigung zu ändern.

Blaue Schriftfarbe: zu weiteren Informationen verlinkter Text

Gut

Gut

kein FCKW, HFCKW; asbestfrei 

entspricht techn. Regeln für Trinkwasserinstallationen

VOC Emissions Class Label A+ (F)

bei +20°C

bei +40°C

bis 150°C

Schläuche

Euroklasse E

Brandkennziffer 5-3 (CH)

Class "1" BS 476 PT 7 1977

Links zu weiteren Dokumenten

Temperaturbeständigkeit SOLAR HT Platten

Temperaturbeständigkeit SOLAR HT Schläuche

Elektrische Eigenschaften

Schläuche mit Dimension 13x22 > 7000 (FIW München)

EG-Sicherheitsdatenblatt (Schläuche, Platten, Systeme)

Broschüre Solar HT

Allgemeines bauaufsichtliches Prüfzeugnis

http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex Solar HT - 6-25mm thk pipes 0701010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex Solar HT - 26-50mm thk pipes 0705010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex Solar HT - 3-32mm thk sheets 0707010211.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex Solar HT - 3mm thk tape 0706010211.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data & Performance/Corrosion Risk/SOLAR HT Corrosion DIN 1988-7 2009.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data & Performance/Smoke & Toxicity/SOLAR HT VOC as per French label ISO16000 eng.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data & Performance/Mechanical properties/FIW M 164a11 SOLAR HT pipe temp resistance eng.pdf
http://www.kflex.com/cd2web/TECH/Declaration of Performance CPR/Deutsch/DEU_DoP K-Flex Solar HT - 26-50mm thk pipes 0705010211.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Reaction to Fire/SWITZERLAND - Solar VKF AEAI 13578.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Reaction to Fire/UK - Solar - BS476 p7 25mm.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data and Performance/Mechanical properties/FIW M 177a11 SOLAR HT sheet temp resistance eng.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data and Performance/Mechanical properties/FIW M 164a11 SOLAR HT pipe temp resistance eng.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX ST- DUCT- FRIGO/Technical Data & Performance/Electrical Properties/Electrical Properties INFO eng.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Technical Data & Performance/Water Vapour Diffusion Resistance mu/FIW R 7 09 SOLAR HT mu 13x22.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Safety data/EG-Sicherheitsdatenblatt 91-155-EWG.pdf
http://www.kflex.com/cd2web/CERTIF/Deutsch/K-FLEX SOLAR/Prospekt SOLAR/K-FLEX SOLAR HT.pdf
http://www.kflex.com/cd2web/TECH/K-FLEX SOLAR/Reaction to Fire/GERMANY -  Solar HT ABP P-3442-050-08 DIN 4102-1 B2 exp 2014.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H - DIN 4102-B1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H - DIN 4102-B1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H supervision B1 2006.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H supervision B1 2006.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- DIN 4102-11.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- DIN 4102-11.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- FIW conformity as per DIBT.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY- H- FIW conformity as per DIBT.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY-DIN4102 Part11-Isoschott ST and H de exp 2014.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/GERMANY-DIN4102 Part11-Isoschott ST and H de exp 2014.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/ITALY - H DUCT - Omologazione classe 1.pdf
http://www.kflexsystem.com/cd2web/TECH/K-FLEX H/Approvals & Supervisions/ITALY - H DUCT - Omologazione classe 1.pdf

